OUTLINE DIMENSIONS  |7**" ™
TEC
3-PHASE INDUCTION _ MDTR Dldes
POLES KW HP SYNCH RPM
2 2.9/7.5 7.5/10 3000
4 2.9 7.9 1300
6 3 4 1000
8 2.2 3 730

Totally Enclosed Fan-Cooled Type.Squirrel-Cage Rotor.

M32XP1.5+

M20XP1.5 §

283.5

9260
e
4 N 0
| — v -
(337 N h—r
° o <
‘ i [ W ‘ ® ::f_'j:: ! N
QU]
Il M —
Ip)]
Q ol
NN 7o Dl i —F
d
[ | i Q <
IF < o
! @
| 38k6] \WMI12 Tap
$230h7 Deep 24
$300 EARTH BOLT
' M5 X12mm)
A3
Note:
1. IP55 Protection.

2. Ex de IIC T4,
BASEEFA Approved.
3. With Thermistors,

4-914.5 Holes

FOR TECO FLAMEPROOF MOTOR

RALSWRPBPRES D

TECO ELELC. & MALCH. CO, LT0O.

DWN. | AY | 01.05.19
CHKD. | EJ | 01.05.19
APPD. | LM | 010519

TAIWAN R.OC.

TYPE:

AEUBX/




